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ORDER NO. R4-2012-0175 as amended by State Water Board Order WQ 2015-0075 
NPDES PERMIT NO. CAS004001 

 
WASTE DISCHARGE REQUIREMENTS 

FOR MUNICIPAL SEPARATE STORM SEWER SYSTEM (MS4) DISCHARGES WITHIN THE 
COASTAL WATERSHEDS OF LOS ANGELES COUNTY, EXCEPT THOSE DISCHARGES 

ORIGINATING FROM THE CITY OF LONG BEACH MS4 

 
The municipal discharges of storm water and non-storm water by the Los Angeles County 
Flood Control District, the County of Los Angeles, and 84 incorporated cities within the 
coastal watersheds of Los Angeles County with the exception of the City of Long Beach 
(hereinafter referred to separately as Permittees and jointly as the Dischargers) from the 
discharge points identified below are subject to waste discharge requirements as set forth 
in this Order. 

I. FACILITY INFORMATION 

Table 1. Discharger Information 

 
Table 2.  Facility Information 
 

Permittee 
(WDID) 

Contact Information 

Agoura Hills 
(4B190147001) 

Mailing Address 30001 Ladyface Court 

Agoura Hills, CA 91301 

Facility Contact, Title, 
and E-mail 

Ken Berkman, City Engineer 
kberkman@agoura-hills.ca.us 

Dischargers 
The Los Angeles County Flood Control District, the County of Los Angeles, and 
84 incorporated cities within the coastal watersheds of Los Angeles County 
with the exception of the City of Long Beach (See Table 4) 

Name of Facility 
Municipal Separate Storm Sewer Systems (MS4s) within the coastal 
watersheds of Los Angeles County with the exception of the City of Long 
Beach MS4 

Facility Address 
 

Various (see Table 2) 

 

The U.S. Environmental Protection Agency (USEPA) and the California Regional Water Quality Control 
Board, Los Angeles Region (Regional Water Board) have classified the Greater Los Angeles County MS4 
as a large municipal separate storm sewer system (MS4) pursuant to 40 CFR section 122.26(b)(4) and a 
major facility pursuant to 40 CFR section 122.2. 



MS4 Discharges within the ORDER NO. R4-2012-0175 as amended by Order WQ 2015-0075 
Coastal Watersheds of Los Angeles County NPDES NO. CAS004001 
 
 

Findings 24 

water limitations. If such a demonstration is made, though the Permittee’s discharge 
may commingle with that of other Permittees, the Permittee would not be held jointly 
responsible for the exceedance of the water quality-based effluent limitation or 
receiving water limitation. Individual co-permittees who demonstrate compliance with 
the water quality-based effluent limitations will not be held responsible for violations 
by non-compliant co-permittees. 

Given the interconnected nature of the Permittees’ MS4s, however, the Regional 
Water Board expects Permittees to work cooperatively to control the contribution of 
pollutants from one portion of the MS4 to another portion of the system through 
inter-agency agreements or other formal arrangements.  

L. Ocean Plan. In 1972, the State Water Resources Control Board (State Water Board) 
adopted the Water Quality Control Plan for Ocean Waters of California, California 
Ocean Plan (hereinafter Ocean Plan). The State Water Board adopted the most recent 
amended Ocean Plan on September 15, 2009. The Office of Administration Law 
approved it on March 10, 2010. On October 8, 2010, USEPA approved the 2009 Ocean 
Plan. The Ocean Plan is applicable, in its entirety, to the ocean waters of the State. In 
order to protect beneficial uses, the Ocean Plan establishes water quality objectives and 
a program of implementation. Pursuant to California Water Code section 13263(a), the 
requirements of this Order implement the Ocean Plan. The Ocean Plan identifies 
beneficial uses of ocean waters of the State to be protected as summarized in the table 
below. 

Table 7. Ocean Plan Beneficial Uses 

Discharge Point 
Receiving Water 

Name 
Beneficial Uses 

All Municipal 
Separate Storm 
Sewer Systems 
(MS4s) discharge 
points within Los 
Angeles County 
coastal watersheds 
with the exception of 
the City of Long 
Beach 

Pacific Ocean 

Industrial Water Supply (IND); Water Contact (REC-1) and 
Non-Contact Recreation (REC-2), including aesthetic 
enjoyment; Navigation (NAV); Commercial and Sport 
Fishing (COMM); Mariculture; Preservation and 
Enhancement of Designated Areas of Special Biological 
Significance (ASBS); Rare and Endangered Species 
(RARE); Marine Habitat (MAR); Fish Migration (MIGR); 
Fish Spawning (SPWN) and Shellfish Harvesting (SHELL) 

 

M. Antidegradation Policy 

40 CFR section 131.12 requires that state water quality standards include an 
antidegradation policy consistent with the federal antidegradation policy.  The State 
Water Board established California’s antidegradation policy in State Water Board 
Resolution No. 68-16 (“Statement of Policy with Respect to Maintaining the Quality of 
the Waters of the State”).  Resolution No. 68-16 incorporates the federal 
antidegradation policy where the federal policy applies under federal law.  Resolution 
No. 68-16 requires that existing water quality be maintained unless degradation is 
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v. Provide appropriate opportunity for meaningful stakeholder input, including 
but not limited to, a permit-wide watershed management program technical 
advisory committee (TAC) that will advise and participate in the 
development of the Watershed Management Programs and enhanced 
Watershed Management Programs from month 6 through the date of 
program approval. The composition of the TAC may include at least one 
Permittee representative from each Watershed Management Area for which 
a Watershed Management Program will be developed, and must include a 
minimum of one public representative from a non-governmental 
organization with public membership, and staff from the Regional Water 
Board and USEPA Region IX. 

g. Permittees may elect to develop an enhanced Watershed Management 
Program (EWMP). An EWMP is one that comprehensively evaluates 
opportunities, within the participating Permittees’ collective jurisdictional area in 
a Watershed Management Area, for collaboration among Permittees and other 
partners on multi-benefit regional projects that, wherever feasible, retain (i) all 
non-storm water runoff and (ii) all storm water runoff from the 85th percentile, 
24-hour storm event for the drainage areas tributary to the projects, while also 
achieving other benefits including flood control and water supply, among 
others. In drainage areas within the EWMP area where retention of the 85th 
percentile, 24-hour storm event is not feasible, the EWMP shall include a 
Reasonable Assurance Analysis to demonstrate that applicable water quality 
based effluent limitations and receiving water limitations shall be achieved 
through implementation of other watershed control measures. An EWMP shall: 

i. Be consistent with the provisions in Part VI.C.1.a.-f and VI.C.5-C.8; 

ii. Incorporate applicable State agency input on priority setting and other key 
implementation issues; 

iii. Provide for meeting water quality standards and other CWA obligations by 
utilizing provisions in the CWA and its implementing regulations, policies 
and guidance; 

iv. Include multi-benefit regional projects to ensure that MS4 discharges 
achieve compliance with all final WQBELs set forth in Part VI.E. and do not 
cause or contribute to exceedances of receiving water limitations in Part 
V.A. by retaining through infiltration or capture and reuse the storm water 
volume from the 85th percentile, 24-hour storm for the drainage areas 
tributary to the multi-benefit regional projects.; 

v. In drainage areas where retention of the storm water volume from the 85th 
percentile, 24-hour event is not technically feasible, include other watershed 
control measures to ensure that MS4 discharges achieve compliance with 
all interim and final WQBELs set forth in Part VI.E. with compliance 
deadlines occurring after approval of a EWMP and to ensure that MS4 
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(e) The plan shall clearly identify the responsibilities of each 
participating Permittee for implementation of watershed control 
measures. 

(5) Permittees shall conduct a Reasonable Assurance Analysis for each 
water body-pollutant combination addressed by the Watershed 
Management Program. A Reasonable Assurance Analysis (RAA) shall 
be quantitative and performed using a peer-reviewed model in the 
public domain. Models to be considered for the RAA, without 
exclusion, are the Watershed Management Modeling System 
(WMMS), Hydrologic Simulation Program-FORTRAN (HSPF), and the 
Structural BMP Prioritization and Analysis Tool (SBPAT). The RAA  
shall commence with assembly of all available, relevant subwatershed 
data collected within the last 10 years, including land use and pollutant 
loading data, establishment of quality assurance/quality control 
(QA/QC) criteria, QA/QC checks of the data, and identification of the 
data set meeting the criteria for use in the analysis. Data on 
performance of watershed control measures needed as model input 
shall be drawn only from peer-reviewed sources.  These data shall be 
statistically analyzed to determine the best estimate of performance 
and the confidence limits on that estimate for the pollutants to be 
evaluated. The objective of the RAA shall be to demonstrate the ability 
of Watershed Management Programs and EWMPs to ensure that 
Permittees’ MS4 discharges achieve applicable water quality based 
effluent limitations and do not cause or contribute to exceedances of 
receiving water limitations. 

(a) Permittees shall demonstrate using the RAA that the activities 
and control measures identified in the Watershed Control 
Measures will achieve applicable water quality-based effluent 
limitations and/or receiving water limitations in Attachments L 
through R with compliance deadlines during the permit term. 

(b) Where the TMDL Provisions in Part VI.E and Attachments L 
through R do not include interim or final water quality-based 
effluent limitations and/or receiving water limitations with 
compliance deadlines during the permit term, Permittees shall 
identify interim milestones and dates for their achievement to 
ensure adequate progress toward achieving interim and final 
water quality-based effluent limitations and/or receiving water 
limitations with deadlines beyond the permit term. 

(c) For water body-pollutant combinations not addressed by TMDLs, 
Permittees shall demonstrate using the RAA that the activities 
and control measures identified in the Watershed Control 
Measures will achieve applicable receiving water limitations as 
soon as possible. 




